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Cabled or Wireless Telemetry

Available in sizes from 6.5 to 1000 Tonne and beyond depending on your requirement.

When used with ALRS2 our 10-point linearization gives market leading accuracy.

Ideally suited for applications where there is limited headroom, our
load shackles are supplied, as standard, with an anti-rotation plate
to keep the pin in its correct position and a load bobbin to
centralize the load.

Load Measurement Solutions
The need to accurately measure load, strain and force, or a
combination of these, is an essential requirement for a significant
number of Industrial, environmental and safety applications.
Whether it is weighing materials on a crane, measuring pull on an
anchor line, or measuring strain underwater, WATER WEIGHTS®
provides reliable and cost-effective solutions.
Load shackles dimensions
All sizes in mm

Due to the unique design of JCM load shackles we can offer
standard and long battery life.
Standard battery
Using AA alkaline batteries giving up to 500 hours operation in the
load link or load shackle
Up to 1-year battery life
Using a 3.6V lithium battery we can offer up to 1-year life on a
single battery in both our load shackles.
This option is ideal for applications where the unit will be in situ
for long periods of time.
Note that this option is for the load shackle only. All our handsets
use AA alkaline batteries.

Please confirm any critical dimension before ordering

ALRS -The original Advanced Load Radio System has 4 units of
measurement.
All calibration is carried out via the handheld which enables
calibration to be carried out any-where.
6-digit display and 500-meter range are amongst the features of the
ALRS handset.
ALRS2 -The new addition to the Advanced Load Radio System range.
The ALRS2 has 6 units of measurement, visual and audible overload
alarm.
Peak and actual load are constantly displayed.
Available with logging package which can log up to 96 load cells at a
time.
Both the ALRS and ALRS2 can be retrofitted to OEM load cells.
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