
10ft CONTAINERISED MODULES
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Description: The SL 1.5 10 ft. 
DNV 2.7.1 Container 
accommodates the Dive Control 
with partitioned section for the 
umbilical storage and standby 
diver seat area. The Air Dive 
Control area is fully air 

conditioned and is 
ergonomically designed to 
modern standards and contains 
the control, communications and 
monitoring systems to enable 
management of all diving 
support operations.

 SL 1.5 DCON, 10ft Dive Control Container

Order Detail: 

SL 1.5 DCON ( A ) - 10ft Air Dive Control Container D-CDS-380

SL 1.5 DCON ( N ) - 10ft Nitrox Dive Control 
Container

D-CDS-380-01

Description: 
The SL1.6 Machinery comes in 
multiple configurations to suit 
the client's requirements which 
includes a combination of both 
HP and LP, two HP compressors 

or diver's hot water units. The 
container will have a forced draft 
fan for ventilation.

 SL 1.6 MCON, 10ft Machinery Container

Order Detail: 

SL 1.6 MCON HP Comp-Machinery Container D-CDS-381

SL 1.6 MCON Nitrox Gen-Machinery Container D-CDS-381-01

SL 1.6 MCON Hotwater-Machinery Container D-CDS-381-02
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